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 (PVC pipe and fittings
supplied by others)

SCREENED PVC
VENT HEAD

3 DIRECT BURY THERMAL ENERGY STORAGE TANK CONCEPTS

FIBERGLASS MANWAY
EXTENSION TO GRADE WITH
LOCKABLE HINGED COVER

PEA GRAVEL OR CRUSHED ROCK
BEDDING AND BACKFILL

OPTIONAL DIFFUSER
(TYPICAL UPPER AND LOWER)

MANIFOLD MULTIPLE VESSELS TOGETHER
WHEN NECESSARY FOR ADDITIONAL VOLUME

FLANGED DISCHARGE
NOZZLE WITH OPTIONAL
RUBBER FLEXIBLE
PIPELINE COUPLING

1 - STRATIFIED TANK 2 - TWIN TANKS OR MULTIPLE
TANK CASCADE

3 - HEAT PUMP SYSTEM

WARM

COLD

CHILLER

STRATIFIED LAYER
COLD

CHILLER

FAN COILS

WARM

WARM

COLD

HEAT PUMP ZONE
FAN COILS

STRATIFIED LAYER

COOLING TOWER

MECHANICAL CHILLER

BOILER

TANK BY-PASS

GEOTEXTILE FABRIC
LAYER RECOMMENDED

CLEAN FILL DIRT ABOVE
BACKFILL GRAVEL

800-232-8660 - www.darcoinc.com
Specializing In Underground Fiberglass Water Storage Tanks For Over 30 Years

Tank sizes range from 15,000 to 75,000 gallons with multi-tank systems for larger projects. Customized to meet your specific jobsite requirements.

SOLAR PANELS

FAN COILS


